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Originate calls from the ATLAS with a IMUX and either V.35 or USSI module
 

 

First go to the Dial Plan Menu:

 

 
Then select the USSI module and port that you want to launch the call. Hit enter on the plus sign under the word

“Ifce Config” for that port.

 

 

Then enter the number of the USSI module and port that you want to receive the call as listed in the manual
excerpt below:

 
» »  N U M B E R

W r i t e  s e c u r i t y :  3 ;  R e a d  s e c u r i t y :  5

I n d i c a t e s  t h e  n u m b e r  t o  b e  d i a l e d .  C o n f i g u r e  t h i s  f i e l d  i n  t h e  U S S I  I N T E R F A C E  C O N F I G U R A T I O N

s e c t i o n  o f  t h e  D I A L  P L A N .
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Then, go to the Modules Menu.  Press enter on the plus sign under the word “Menu” for the slot that contains

the port you want to call out from.

 

 

Scroll down to the “Configuration” menu.  Then, on the port number that you want to launch the call, change the
DTR setting from (IGNORE) to (CONNECT ON DTR) by selecting “Connect on DTR” as indicated below in

the manual excerpt.
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» »  D T R

W r i t e  s e c u r i t y :  3 ;  R e a d  s e c u r i t y :  5

D e t e r m i n e s  w h e t h e r  t h e  A T L A S  8 9 0  t r e a t s  a  c o n n e c t i o n  a s  p e r m a n e n t  ( I G N O R E )  o r  c o n n e c t s

o n l y  w h e n  D a t a  T e r m i n a l  R e a d y  ( D T R )  i s  a c t i v e  ( C O N N E C T  O N  D T R ) .  S e l e c t  e i t h e r  I G N O R E

o r  C O N N E C T  O N  D T R .

 

The Atlas will then launch the call right away at the number of channels the port is already set for (6), which is a
384 kbps call. You can see the call on the Modules Status menu for either the calling or called USSI port.
 

To reverse these steps, you can change the DTR back to (IGNORE), and remove the number from the dial plan.
The changes in configuration in the Atlas are immediately saved once they are changed and erased once they are

changed back.


