
ATLAS 550 (AC S P/N 1200305L1
mentation, visit us online at  www.adtran.com

Quick Start Guide

Quick Start Guide, 61200305L1-13A, August 2002 Copyright  2002 ADTRAN, All Rights Reserved

Connecting to the ATLAS 550
Connecting a VT100 terminal (or VT100 terminal
interface (on the front panel of the unit) or the CO
panel of the unit) allows access to the terminal m
features of the ATLAS 550.

Perform Steps Below in the Order Listed:

1. Configure a VT100 terminal (or terminal emu
following settings:

If the terminal has a parallel setting, disable i

2. Connect one end of the 6” data cable (suppli
or CONTROL IN port. (This connection is RJ-4
VT100 terminal as appropriate for your conne
RJ-45 to DB-9 adapter for connections to sta
(COM) ports.

3. Initiate a terminal session and the LOGIN scre
password is password. (Passwords in the AT

Data Rate: 9600 baud Stop Bits:
Data Bits: 8 Flow Con
Parity Bits: None
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System Status LEDs
The System Status LEDs display the s
other system parameters for the ATLA
the front panel LEDs, refer to Section 
550 System Manual.
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Power Indicates the status of the pow
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PIN NAME DESCR
1 GND Ground 
2 RTS Reques
3 RXDATA Data rec
4 DTR Data ter
5 TXDATA Data tra
6 CD Carrier d
7 UNUSED —
8 CTS Clear to
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Control In

10/100BaseT Ethernet Pinout

PIN NAME DESCRIPTION
1 GND Ground - connected
2 RTS Request to send - fl
3 RXDATA Data received by the
4 DTR Data terminal ready
5 TXDATA Data transmitted by 
6 CD Carrier detect
7 UNUSED —
8 CTS Clear to send - flow 

PIN NAME DESCRIPTION
1 TX1 Transmit Positive
2 TX2 Transmit Negative
3 RX1 Receive Positive
4,5 — Unused
6 RX2 Receive Negative
7, 8 — Unused

Pinout
CRIPTION
ns when a selected alarm condition is present.
es when a selected alarm condition is present.
mon connection between external circuitry 
NC or NO terminal.

 ATLAS 550
es equipped with a detachable 8-foot power 
cted to a grounded power receptacle. Please 
 Procedures, of the ATLAS 550 System 
ns.

stalled in accordance with Article 400 and 
FPA 70 when installed outside of a Restricted 

e., central office, behind a locked door, service 
).

S 550 must be from a grounded 90-240 VAC, 

cle uses double-pole, neutral fusing.
nded ambient operating temperature is 45°C
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control The AC powered ATLAS 550 com
cord with a 3-prong plug for conne
refer to Section 3, Network Turnup
Manual for more detailed instructio
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364.8 of the NEC N
Access Location (i.
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• Maximum recomme
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Alarm Relay Connection 
PIN NAME DES
1 Normally Closed (NC) Ope
2 Normally Open (NO) Clos
3 Common (COM) Com

and 
4 Chassis Ground (GND)
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