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DSU III DBU Configuration MenuTree
1=AUTO
2=2.4K
3=4.8K 1=NO SEC. CH.
4=9.6K 2=SEC. CHANNEL
5=19.2K
6=38.4K

1=LOOP RATE 7=56K
8=64K STORED NUMBER

TO
1=NETWORK OPT. 1=PHONE NUMBER EDIT: (1-10) NNNNNNN

2=NETWORK ADDR. ENTER NETWORK 1=DTE RATE Options vary according
ADDRESS:00 to loop rate ISDN Dial Backup

STORED NUMBER 9 EDIT SPID
3=REMOTE CONFIG. DISABLED 1=RS-232 NUMBER NNNNNNN

ENABLED 2=CONNECTOR TYPE 2=V.35
STORED NUMBER 10 EDIT LOC

4=CLOCK SOURCE 1=MASTER 3=DATA FORMAT 1=ASYNCHRONOUS 1=ASYNC 9 BITS DIRECTORY NUM NNNNNNN
2=FROM NETWORK 2=SYNCHRONOUS 2=ASYNC 10 BITS

3=ASYNC 11 BITS 1=AUTOMATIC DBU 1=DISABLED
1=DISABLED 2=ENABLED

4=DTE CMD OPTION 2=AT COMMANDS
SET

2=NUMBER TO DIAL 1=DBU WITH #1

2=DTE OPTIONS 3=V.25 SYNC 2=DBU WITH #2
4=V.25 BSC/ASYNC 3=ORIGIN/ANSWER 1=DBU ORIGINATE

2=DBU ANSWER 1=ENABLED
ENTER TIMEOUT 5=TRANSMIT CLOCK 1=NORMAL 4=WHEN OOS 2=DISABLED

1=TEST TIMEOUT (0=IFF) : 00 SEC 2=EXTERNAL 1=FORCED ON
2=FOLLOWS RS 1=CS DELAY SHORT 5=NO RX SGNL 1=ENABLED

2=RDL EN/DIS 1=RDL IGNORED 6=CS OPTIONS 3=FOLLOWS CD 2=CS DELAY LONG 2=DISABLED
2=RDL ACCEPTED

7=ANTI-STREAM 1=TIMER OFF 4 = FOLLOWS
RS+CD

1=CS DELAY SHORT 6=NO SEAL CUR. 1=ENABLED

3=TEST OPTIONS 3=EIA LLB EN//DIS 1=DISABLED 2=TIME 10 SEC. 2=CS DELAY LONG 2=DISABLED
2=ENABLED 3=TIME 30 SEC. 7=WHEN ALL 1s/0s 1=ENABLED

4=TIME 60 SEC. 2=DISABLED
4=EIA RLB EN/DIS 1=DISABLED 8=CD OPTIONS 1=FORCED ON 8=AUTO RESTORE RESTORE TIMER

2=ENABLED 2=NORMAL (0=OFF): - - MIN
1=IGNORED 9=REDIAL COUNTER ENTER REDIAL

1=LOCAL 5=DBU ANS. TEST 1=DISABLED 9=TR OPTIONS 2=COMMAND SWITCH COUNT: - -
2=ENABLED 3=NO DBU IF OFF 1=FORCED ON A=FAIL TIMER AUTO DBU FAIL

2=OFF OOS ONLY TIME: - -
3=CONFIG A=SR OPTIONS 3=OFF LOCD ONLY

4=OFF TEST ONLY B=WAIT TO REDIAL WAIT TO REDIAL
2=REMOTE ENTER ADDRESS B=SECONDARY RATE 1=OFF TIME: - - SEC

2=75 2-wire & 4-wire Dial Backup

3=150 C=NETWORK TYPE 1=AT&T.MCI/OTHER
4=300 2=US SPRINT
5=600
6=1.2K V.32bis andV.34 Dial Backup

7=2.4K C=ERROR CONTROL 1=BUFFERED
4=DIAL OPTIONS 2=DIRECT

2=DBU OPTIONS 3=RELIABLE MNP
4=AUTO MNP

5=MANUAL COMMAND COMMAND: 00 COMMAND : HH 5=RELIBLE V.42
VALUE:00 6=REL. V.42/MNP

7=AUTO V.42/MNP 1=DISABLED
D=FLOW CONTROL 2=XON/XOFF

3=CTS ONLY
E=COMPRESSION 1=DISABLED 4=RTS/CTS

2=ENABLED 5=UNI. XON/XOFF

ISDN Dial Backup

1=AT&T 5ESS
C=SWITCH TYPE 2=NT DMS-100

3=NATIONAL ISDN1
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