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System Name

System Location

System Info System Contact

Unit Name

CLEI Code

Part Number

Serial Number

Firmware Revision

Bootcode Revision

Operating Mode SDSL IAD System Uptime

System Config Network Timing Mode Network Date/Time

Telnet Access Internal

Telnet User List Name

Authen Method Password

Password Radius

Idle Time (1-255)

Level

Name

Access Privilege

Communities Manager IP

SNMP Menu Traps Manager Name

Manager IP

Maint Port Menu Password Protect

Password

NT Time Baud Rate

Network Time Server Type SNTP Data Bits

Active Parity

Time Zone Stop Bits

Adjust for Daylight Savings

Host Address

Refresh

Status

System Utility Upgrade Firmware Transfer Method XMODEM

TFTP Server Address TFTP Transfer Method

TFTP Server Filename Transfer Type

Transfer Status TFTP Server IP Address

Start Transfer TFTP Server Filename

Abort Transfer Current Transfer Status

TFTP Server Previous Transfer Status

Load and Use Config Start/Stop

Config Transfer Save Config Remotely Total Avg CPU Utiliz. Host Address

Current Avg CPU Utiliz. Name Size (40-1500)

Performance Clear Stats Max # Packets

System Utilization Queues Min # Transmits

Current # Receives

Ping %Loss
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WAN DSLAM Type AP: Tx Cells

Layer One Interface ATM Forum AP: Rx Cells

Layer Two Protocol Idle Cells ITU Enable AP: Rx OAM Cells

ATM Config Data Scrambling Disable AP: Receive Cells Discarded

ATM Stats AP: Receive Cell Errors

Training Mode AP: Sync

DSL Rate Config AP: Out of Cell Delineation

AAL5: Transmit Frames

AAL5: Receive Frames

AAL5: Transmit Discarded Frames

AAL5: Receive Errors

AAL5: Receive Discarded Frames Active

AAL5: No ATM Frames IP Address

AAL5: No Data Packets Subnet Mask

Clear Stats Gateway Domain Name

Router Configuration Global IP Mode HOPS Primary DNS

Static Routes Private DHCP Mode Secondary DNS

DHCP Server DHCP Renewal Time Prim. NBNS/WINS Primary Server

Domain Names Second. NBNS/WINS Secondary Server

UDP Relay Mode UDP Port

UDP Relay List Mode Aging Authentication Secret

Bridge Address Table Forward Policy Radius Server Retry Count

Security PPP

IP Address

Ethernet IP Subnet Mask Mode None

MAC Address Default Gateway Protocol (V1 or V2) Split Horizon

Description RIP Method Poison Reverse (def)

WAN L2 Protocol VPI Active Proxy ARP Direction

ATM VCI Far-End IP Address Off V2 Secret Tx and Rx (def)

DCR IP Netmask V1 None Tx only

QOS Local IP Address Version V2 Split Horizon Tx and Rx Rx only

Protocol NAT Network Address Port Translation Method Poison Reverse Tx Only Tx Method

Status Session RFC1483 IP RIP Direction Rx Only Tx Username PAP, CHAP, or EAP

ARP cache Tx Password CHAP or EAP

Bridge Table Active Authentication Rx Username EAP only

IP Routes RFC1483Bridge Bridge Group Rx Password PAP only

LAN Stats PPPoATM IP Mode

IP Stats Local IP

PPP VJ Compression Netmask

Max Config Remote IP

Filters WAN-to-LAN (in) Max Timer NAT

Logs SysLog Host Active In Exceptions Max Failure Route

PPP Log Wrap LAN-to-WAN (out) PPP Encapsulation RIP

Connection Log Level Date/Time Out Exceptions

Network Log View Level

Clear Message
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Call Control

VPI

Voice Config VCI

Status Gateway Stats

PVC Stats

Voice Stats

Clear Stats

Modules Modules Table Type

Menu

Alarm

Test

Status

V.35 Setup Channel Rate Name

CTS ATM VPI

DCD ATM VCI

DSR De Map

ATM/FR IWF Mode FRF 5 CLPI Map

FRF 8 D/C

Header

Configuration (for FRF 5) LAN FR Maint Protocol Maint Protocol LAN DLCI

LAN FR Poll Timeout T392 (5-30) Mux Mode NET DLCI

FRN Port Config DLCI Map Active

(for FRF 8) LAN FR Maint Protocol FR DLCI

LAN FR Poll Timeout T392 (5-30) ATM VPI

FR/ATM PVC Mapping ATM VCI

Translate

De Map

Fecn Map

Stats Frame Relay Ports

PVCs


